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STRUCTURAL GLAZING WEATHER SEALING HYBRID SEALANT INSULATED GLASS ACCESSORIES

PRODUCT 
SELECTION GUIDE

SG200 2C Silicone Sealant - Black SG300  
Silicone Sealant

SG555 Premium Non-Staining Silicone 
Weather Seal

SG558 General Purpose 
Silicone Weather Seal

SG556 Multi-Purpose 
Silicone Weather Seal

SP523 Hybrid Sealant  
& Adhesive

JS562 Insulating  
Glass Sealant

SG600 Structural Glazing 
Spacer Tape

DESCRIPTION

A high modulus, neutral cure 
elastomeric, two component 

silicone sealant designed for use 
in factory applied structural glazing 

applications.

The high modulus and outstanding 
physical properties of SG300 

allow for sealing a wide variety of 
demanding applications such as 2 

and 4 sided structural glazing curtain 
walling, as well as joints within 

curtain/window systems.

A low modulus silicone sealant for 
weather sealing in applications where 

high degree of joint movement is 
anticipated such as structurally glazed 

curtainwall or aluminium cladding.

A single component neutral 
cure silicone for use in 

applications where a high 
degree of movement is 

anticipated such as curtain 
walls, facades, perimeter 

joints and expansion joints.

A medium modulus 
silicone sealant with 
excellent mechanical 

resistance and weathering 
capabilities, as well as 

good adhesion to most 
porous and non-porous 

substrates.

A one component, non-
sagging sealant based on 

hybrid polymers.

A high modulus silicone 
sealant specially 

developed for in-plant IG 
unit manufacturing.

A 500kg density PU 
foam which is coated 

both sides with high tack 
acrylic adhesive with 

blue filmic liner for easy 
release.

KEY FEATURES •	 Fast curing
•	 Neutral cure
•	 Excellent Adhesion
•	 Outstanding resistance to UV 

exposure
•	 Movement capability of ±25%

•	 Exceptional weather resistance 
including UV and ozone 
exposre with an anticipated life 
expectancy of 30 years

•	 Movement capability of ±25%
•	 High adhesion strength

•	 Excellent adhesion to most 
construction materials

•	 Non-polluting, non-stain to 
most common substrates

•	 Outstanding resistance to UV 
and weather conditions

•	 Movement capability of ±50%

•	 Excellent adhesion 
to most construction 
materials

•	 Non-polluting
•	 Outstanding resistance 

to UV and weather 
conditions

•	 Movement capability of 
±50%

•	 Excellent adhesion 
to most construction 
materials

•	 Excellent elongation 
and recovery

•	 Outstanding 
resistance to UV and 
weather conditions

•	 Movement capability 
of ±25%

•	 Outstanding 
resistance to UV and 
weather conditions

•	 Non-polluting, 
non-stain to most 
common substrates

•	 Low odour and non-
corrosive

•	 Paintable
•	 Movement capability 

of ±50%

•	 Fast curing
•	 Part B is non-

abrasive
•	 Excellent resistance 

to UV
•	 Neutral silicone 

sealant with no 
strong odour

•	 Compatible 
with structural 
silicone adhesives 
(tested and 
approved by major 
manufacturers)

•	 High shore hardness 
giving guaranteed 
joint thickness

•	 Low thermal 
conductivity

•	 Available in a range 
of widths and 
thicknesses to suit 
a range of structural 
systems

•	 Fast recovery from 
compression

CURE TYPE Two-part chemical cure One-part neutral cure One-part neutral cure One-part neutral cure One-part neutral cure One-part neutral cure Two-part chemical cure N/A

MANUFACTURER’S 
TECHNICAL 
SUPPORT

•	 Factory & site inspections
•	 Technical specialist
•	 Adhesion testing
•	 Compatibility testing
•	 Drawing & joint design review

•	 Factory & site inspections
•	 Technical specialist
•	 Adhesion testing
•	 Compatibility testing
•	 Drawing & joint design review
•	 Non-staining testing

•	 Factory & site inspections
•	 Technical specialist
•	 Adhesion testing
•	 Compatibility testing
•	 Drawing & joint design review
•	 Non-staining testing

•	 Factory & site 
inspections

•	 Technical specialist
•	 Adhesion testing
•	 Compatibility testing
•	 Drawing & joint design 

review

•	 Factory & site 
inspections

•	 Technical specialist
•	 Adhesion testing
•	 Drawing & joint 

design review

•	 Factory & site 
inspections

•	 Technical specialist
•	 Adhesion testing
•	 Compatibility testing
•	 Drawing & joint 

design review
•	 Non-staining testing

•	 Factory inspections
•	 Technical specialist

N/A

USE BY DATE
Part A : 12 months
Part B : 9 months

12 months 12 months 12 months 12 months 12 months
Part A : 12 months
Part B : 9 months

12 months

CASE HISTORIES 25+ years 25+ years 10 years 10 years 10 years 10 years 20 years 5 years

SPECIFICATION & 
STANDARDS ASTM C1184

ETAG 002
ASTM C920

ASTM C1184
ASTM C920

AAMA 800-92
ASTM C1248

ISO 11600
ASTM C920
ASTM C1248

ISO 11600
ASTM C920

ISO 11600
ASTM C920

ISO 11600
ASTM C920
ASTM 1248

ETAG 002
EN1279-2

ASTM 1667-05
ASTM D412-16
ASTM 2240-15

PACKAGING
Part A : 190L Drum 

Part B : 18L Pail
300ml Cartridge

600ml Foil
300ml Cartridge

600ml Foil
300ml Cartridge

600ml Foil
300ml Cartridge

600ml Foil
300ml Cartridge

600ml Foil
Part A : 190L Drum

Part B : 18L Pail

Thickness: 3.2 mm, 4.8 
mm, 6.4 mm, 8 mm, 9.5 

mm, 12.5 mm
Width customisable 

between 8mm-20mm

SGBP 5054 SGBP 5053 SGBP 5100SGBP 5052SGBP 5051
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*Whilst every care has been taken to ensure that the information included in this document was accurate at the time 
of printing, the publisher of this document reserves the right to change product specifications at any time without prior 
notice. The photographs and colours reproduced in this publication are within the constraints of the printing process and 
are not to be used for matching purposes. All photographs are used for approximate representation only and may not 
show the actual products on offer. E&OE. 

Australia | China | Hong Kong | Indonesia | Japan | Macao | Malaysia | New Zealand
Philippines | Singapore | South Korea | Taiwan | Thailand | Vietnam

asia@tremcocpg.com

Contact Us
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